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PRODUCT- JBA SLIM LINE BATTERY TRAY BEHIND SEAT 

VEHICLE- DMAX/BT50 08/20+ DUAL CAB BEHIND SEAT 

PART NUMBER- JBA-BT468B 

ESTIMATED FIT TIME 

- PREPARATION OF VEHICLE       45 MINS 
- PREPARATION AND MOUNTING OF BATTERY TRAY   45 MINS 
- PREPARATION OF DCDC CHARGER (IF FITTED)     30MINS 
- WIRING AND ELECTRICAL (CAN VARY WIDLEY BASED ON INDIVIDUAL) 90+ MINS  

IMPORTANT NOTES 

- READ INSTRUCTIONS CAREFULLY PRIOR TO FITMENT 

 

KIT CONTENTS 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 

 

 

ITEM DESCRIPTION PART NO. QTY 
1 JBA DMAX/BT50 08/20+ BATTERY TRAY BODY  10-BT468-A 1 
2 JBA DMAX/BT50 08/20+ BATTERY TRAY BASE 10-BT468-B 1 
3 JBA REVOLUTION BATTERY TRAY STRAP 10-BT400-RA 1 

1. 2. 

3. 
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4 M6 X 16MM CSK HD PHIL M/T  X37 0616CPZP 3 
5 M6 FLANGED NYLON INSERT LOCK NUT ZP X53 06FLZP 3 
6 M6 FLANGED HD KNURLED RIV NUT G/R 0.70-3.20 ZP R22 06FLLKN-AVK 1 
7 M6 X 16MM HEX FLANGED SERRATED SET SCR GR 8.8 ZP B12 060168.8FSZP 5 

 

 

OPTIONAL KIT PARTS 

JBA-BT468B-RKIT1A-B JBA DCDC BRACKET 

 
 
 
 
 
 
 
 
 
 
 

 

 

ITEM DESCRIPTION PART NO. QTY 
1 JBA DMAX/BT50 08/20+ DCDC MOUNTING BRACKET  JBA-BD468-A 1 
2 M6 FLANGED HD KNURLED RIV NUT G/R 0.70-3.20 ZP R22 06FLLKN-AVK 1 
3 M6 X 16MM HEX FLANGED SERRATED SET SCR GR 8.8 ZP B12 060168.8FSZP 4 

 
 

  

1. 
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1. PREPARING THE VEHICLE  

 
STEP 1.1 REMOVE TOP TRIMS AND CARPET 
AND REMOVE 2 X M8 CAPTIVE BOLTS TOP LEFT 
AND RIGHT.  

 
STEP 1.2 RIGHT SIDE M8 BOLT SHOWN 

 
STEP 1.3 UNDO M12 SEAT FLOOR BOLTS FROM 
REAR SEAT BASE 

 
STEP 1.4 YOU CAN PULL THE SEAT FORWARD, 
IT DOENT HAVE TO BE REMOVED FROM 
VEHICLE BUT CAN BE IF DESIRED.  

 
STEP 1.5 MARK CARPET WHERE SHOWN 

 
STEP 1.6 TRIM CARPET WHERE MARKED IN 
STEP 1.5 
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STEP 1.7 ASSEMBLE THE BATTERY TRAY 
ATTACHING THE BASE TO THE BODY USING 3 X 
M6 X 16 CSK HEAD SCREWS AS SHOWN. 
ENSURE THE BODY (TOP) IS AT THE FRONT 
WITH THE CSK HEAD IN THE 10MM LARGE 
HOLES AND THE SMALL 6MM IN THE BASE 
(BOTTOM) AT THE REAR WITH THE M6 FLANGE 
NUT. 

 
STEP 1.8 POSITION THE TRAY IN THE VEHICLE 
FOLDING THE CENTRE CARPET FLAP UND 
UNDER THE TRAY AS SHOWN.  

 
STEP 1.9 TEMPORARILY FIT THE TOP M8 BOLTS 
FINGER TIGHT BACK INTO POSITION AS 
SHOWN. MARK AND PILOT HOLE THE CENTRE 
POSITION HOLE AS SHOWN 

 
STEP 1.10 REMOVE THE TRAY FROM THE 
VEHICLE AND DRILL OUT THE PILOT HOLE FROM 
PREVIOUS STEP 1.9 THROUGH CARPET USING 
STEP DRILL TO 20MM.  

 
STEP 1.11 PULL THE CARPET BACK AND DRILL 
VEHICLE TO 10MM AND INSERT M6 NUTSERT 

 
STEP 1.12 IF INSTALLING DCDC BRACKET, CLEAR 
THE OE HOLE SHOWN TO 10MM AND INSTALL 
M6 NUTSERT 
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STEP 1.13 CLEAR OUT CORRESPONDING HOLE 
IN CARPET TO 20MM FOR CLEARANCE LATER 

 
STEP 1.14 REINSTALL REAR CARPET 

 
STEP 1.15 NOW FULLY INSTALL THE BATTERY 
TRAY USING M6 X 16 HEX BOLT INTO TOP 
CENTRE POSITION NUTSERT INSTALLED IN STEP 
1.11 ABOVE.  

 
STEP 1.16 IF INSTALLING DCDC BRACKET, USE 4 
X M6 X 16 HEX BOLTS INTO THE TRAY AND 
VEHICLE PREVIOULSY PREPARED.  
INSTALL DCDC CHARGER AT THIS POINT INTO 
DESIRED LOCATION AND COMPLETE WIRING AS 
PER DCDC MANUFACTURERS SPECIFICATIONS.  

 
STEP 1.17 POSITION THE BATTERY INTO THE 
TRAY USING THE JBA BATTERY STRAP AND 4 X 
M6 X 16 HEX BOLTS AS SHOWN. 

 
STEP 1.18 REINSTALL VEHICLE TRIMS AND SEAT 
AND WIPE DOWN. 

 


